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Choosing a Hot Water System

Available Power Source

Ground Tank  Roof Tank

Gas Elec�cal Solar

Demand Storage

3-phase power
required

Demand Storage Heat Pump

average ambient temp
greater than 19�C

Suitable loca�on 
500mm from 

openings or corners
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Sugges�ons

Outdoor/indoor
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Replace Replace 
exis�ng exis�ng 
system*system*

Replace 
exis�ng 
system*

Install Install 
fromfrom
scratch*scratch*

Install 
from
scratch*

maxiummaxium
flow rateflow rate
(litres/minute)(litres/minute)

maxium
flow rate
(litres/minute)

*Costs shown are approximate

$2K

$2-3K

$1.1K

$1.5-2K

$2K

$2-2.5K

$1.5K

$2-3K

$0.9K

$1.6-2K

$1.5K

$2K

$4K

$4.5K

$4K-$5K

$4K-$6K
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200 mj gas
line required

Q
u

an
tu

m
re

ve
rs

e 
cy

cl
e

&
 G

P
O

 H
ea

�
n

g

So
la

r 
G

ai
n

Po
w

er
 P

o
in

t

So
la

r 
G

ai
n

Po
w

er
 P

o
in

t

So
la

r 
G

ai
n

G
as

So
la

r 
G

ai
n

Si
ng

le
 p

ha
se

 p
ow

er


	Page 1

